Dual-color polymer light-emitting pixels processed by hybrid inkjet printing

Shun-Chi Chang, Jayesh Bharathan, and Yang Yang
Department of Materials Science and Engineering, University of California-Los Angeles, Los Angeles, California 90095

Roger Helgeson and Fred Wudl
Department of Chemistry and Biochemistry, Exotic Materials Institute, University of California-Los Angeles, Los Angeles, California 90095

Michael B. Ramey and John R. Reynolds
Department of Chemistry, Center for Macromolecular Science and Engineering, University of Florida, Gainesville, Florida 32611

(Received 30 July 1998; accepted for publication 3 September 1998)

A hybrid inkjet printing (HIJP) technology, which combines a pin-hole free polymer buffer layer and an inkjet printed polymer layer, allows the patterning of high quality polymer light-emitting devices. In this letter, we present a successful demonstration of controllable patterning of dual-color polymer light-emitting pixels using this HIJP technique. In this demonstration, the polymer buffer layer is a wide band gap, blue emitting semiconducting polymer prepared by the spin-casting technique. The inkjet printed layer is a red-orange semiconducting polymer which was printed onto the buffer layer. When a proper solvent was selected, the printed polymer diffused into the buffer layer and efficient energy transfer took place generating a red-orange photoluminescence and electroluminescence from the inkjet printed sites. Based on this principle, blue and orange-red dual-color polymer light-emitting pixels were fabricated on the same substrate. The use of this concept represents an entirely new technology for fabricating polymer multicolor displays with high-resolution, lateral patterning capability. © 1998 American Institute of Physics.

Conjugated polymers are a novel class of semiconducting materials which combine the electronic and optical properties of semiconductors and the processability of conventional polymers. Recently, inkjet printing (IJP) technology has attracted considerable attention due to its low cost, large area processing, and multicolor addressable capabilities. The intrinsic pin-hole and uneven surface roughness problems of the IJP technology, which significantly limits its application, have been resolved by a hybrid inkjet printing technology (HIJP). This HIJP technology combines a pin-hole free polymer buffer layer and a regular inkjet printed polymer layer. Below is a brief description of the unique characteristics of the HIJP technology:

1. The buffer layer is a pin-hole free layer which can seal the pin-holes produced by the inkjet printed layer.
2. The buffer layer is the ink absorbing layer and can effectively “fix” the printed materials when a proper solvent for the ink has been chosen. In addition, this buffer layer effectively planarizes the surface roughness produced by the inkjet printed dots.
3. Due to the small diameter of the jet nozzle, and the high molecular weight of the conjugated polymer, IJP is ideal for printing small amounts of materials. Therefore, this technology is ideal for the deposition of dopants. Multicolor emission can be realized from an efficient energy transfer, when the buffer layer is a wide band gap semiconducting polymer layer, and the inkjet printed materials are the dopants with smaller band gaps than the buffer layer.

In this manuscript, we present the successful demonstration of dual-color polymer light-emitting pixels patterned by the HIJP technology. In this demonstration, the buffer layer polymer is a wide band gap, water soluble blue emitting polymer, poly[2,5-bis[2-(N,N,N-triethylammonium)ethoxy]-1,4-phenylene-alt-1,4-phenylene] dibromide (PPP-NEt₃⁺) and the inkjet printed material is a red-orange emitting, water soluble polymer poly(5-methoxy-(2-propanoxysulfonide)-1,4-phenylene vinylene) (MPS-PPV). Blue and orange-red dual color electroluminescence emissions are obtained from light-emitting diodes (LEDs) made of PPP-NEt₃⁺ and MPS-PPV doped PPP-NEt₃⁺ (abbreviated as PPP-NEt₃⁺: MPS-PPV) as the active materials, respectively. The advantages of the HIJP technology can be seen immediately in this example. The blue emitting PPP-NEt₃⁺ layer serves as the pin-hole free buffer layer, and it also serves as the ink absorbing layer into which the MPS-PPV diffuses. Subsequently, the dual-color emission is achieved from the PPP-NEt₃⁺ (blue emission) and from the PPP-NEt₃⁺: MPS-PPV (orange-red emission), respectively.

The details of the device preparation are described below. Due to the nature of the commercially available inkjet printer, MEH-PPV was modified to MPS-PPV a water-soluble compound to meet the ink specifications of the printer. The chemical structure of the water-soluble PPP-NEt₃⁺ and MPS-PPV are shown in Fig. 1. The synthesis and characterization of PPP-NEt₃⁺ has been reported earlier along with its utilization in layer-by-layer deposited, blue emitting LEDs; and the synthesis of the water-soluble MPS-PPV will be reported elsewhere. The device structure of the inkjet printed dual-color polymer LEDs is shown in Fig. 2. Four LEDs were fabricated on one substrate. Two were blue...
emission LEDs (devices A and B), and the other two were orange-red emission devices (devices C and D). All four devices were fabricated on a single glass substrate, half coated with indium-tin-oxide (ITO), which served as the anode. A thin layer of conducting polymer, polyaniline, was spin cast onto the ITO as an efficient hole-injection layer. The PPP-thin layer of conducting polymer, polyaniline, was spin cast to orange-red emission devices. All four devices were tested in a nitrogen environment. The devices were fabricated in air and photochemical oxidation reaction could have damaged the polymer. In addition, the low efficiency and brightness of the device may be due to the fact that MPS-PPV has a smaller band gap, and subsequently easier carrier injection and carrier transport than that of the PPP-NEt$_3^+$ system. This may be due to the fact that MPS-PPV has a smaller band gap, and subsequently easier carrier injection and carrier transport than that of the PPP-NEt$_3^+$ system. The brightness of both devices is however not very high. For the blue emission, the peak brightness at 33 V was about 10 cd/m$^2$. For the red emission, the peak brightness at 22 V was about 7 cd/m$^2$. The reason for such low brightness is probably due to the fact that the devices were fabricated in air and photochemical oxidation reaction could have damaged the polymer. In addition, the low efficiency and brightness of the device is

![FIG. 1. The chemical structures of water soluble PPP-NEt$_3^+$ and MPS-PPV.](image1)

![FIG. 2. The device structure of dual-color polymer light-emitting diodes. Devices A and B are blue emitting LEDs with PPP-NEt$_3^+$ as the active material. Devices C and D are red-orange devices with PPP-NEt$_3^+$ : MPS-PPV as the active material.](image2)

![FIG. 3. The PL emission of the PPP-NEt$_3^+$ and PPP:MPS-PPV. EL spectra are similar. There is no blue emission in the PPP-NEt$_3^+$ : MPS-PPV blend and this spectrum indicates that the energy has been transferred from PPP-NEt$_3^+$ to MPS-PPV.](image3)

...
probably also due to the usage of DI water and acidic DI water as the solvents for the MPS-PPV and PPP-NEt$_3^+$, respectively. For the future practical applications such as multicolor displays, special inkjet printers, which are inert to organic solvents, are required to process regular luminescent polymers.

To further illustrate the importance of the dopant diffusion process, we also prepared a bilayer device consisting of a spin-coated PVK layer and an inkjet printed MPS-PPV layer. The device fabrication is similar to the process described above. The PVK layer is not water soluble and there is no diffusion of MPS-PPV into the PVK layer. The inkjet printed MPS-PPV forms isolated dots on top of the PVK layer and the “film surface” is rather irregular. The actual thickness of the inkjet printed MPS-PPV layer was very difficult to determine by a thickness profilometer. The PL and EL spectra of this bilayer structure device consisted mainly of the spectrum from the PVK layer with a small signal from the MPS-PPV dots. Based on the morphology of the MPS-PPV on PVK and the purple color EL emission, we are confident to conclude that that there is no significant energy transfer from the PVK to the MPS-PPV due to limited diffusion of the MPS-PPV at the interface of this bilayer system. Finally, a Scotch tape lift-off experiment was also conducted to confirm the diffusion theory. Two pieces of Scotch tape were applied to the MPS-PPV/PPP-NEt$_3^+$ and MPS-PPV/PVK systems, respectively. The inkjet printed MPS-PPV dots could not be lifted off from the PPP-NEt$_3^+$ surface by the Scotch tape, whereas there was about 30%-40% lift off of the inkjet printed MPS-PPV dots from the PVK system. This simple test demonstrates that the diffusion process significantly enhances the adhesion properties of MPS-PPV to the PPP-NEt$_3^+$ layer.

These examples indicate that the choice of the solvent used for the IJP material (the dopant) is critically important in achieving the dopant diffusion and energy transfer effect. These two examples also illustrate the advantage of the HIJP technology in controlling the local morphology between the dopant and the buffer layer (the host). The details of the diffusion process, the local morphology between the buffer layer and the solvent, and the potential of forming high surface area contact between the dopant polymer and the host polymer are still under investigation. Furthermore, we do not completely rule out devices comprising a bilayer structure, such as the PVK/MPS-PPV system. A different emission will probably be observed if the MPS-PPV layer that is printed above the buffer layer reaches a critical thickness with the EL emission, perhaps occurring at the interface of this bilayer structure. However, it is difficult to demonstrate this approach using the existing commercial inkjet printer, since only small amounts of the polymer can be printed.

In summary, we have successfully demonstrated the patterning of dual-color polymer LEDs by the hybrid inkjet printing technology (HIJP). A blue emitting PPP-NEt$_3^+$, which is soluble in acidic water, is used as the buffer layer material deposited via spin casting. A water-soluble MPS-PPV was used as the inkjet printed material, and was printed on top of the PPP-NEt$_3^+$ layer. The solvent (DI water) used for the MPS-PPV ink partially dissolved the PPP-NEt$_3^+$ layer below permitting the MPS-PPV polymer to diffuse into the PPP-NEt$_3^+$ layer. Energy transfer from the PPP-NEt$_3^+$ to the MPS-PPV has been confirmed in the PPP-NEt$_3^+$:MPS-PPV system through the PL and EL emissions. In addition to the fabrication of multicolor LEDs, this HIJP technology provides the local control of polymer morphology, allows the formation of polymer blends in any desired areas, and allows the control of desired physical properties such as conductivity, photoluminescence, and other interesting physical properties. The diffusion process of the dopant into the host polymer, the morphology, the possible formation of high surface area contact between the dopant and the host, and the control of the doping profile are still under investigation.

The authors thank Dr. I. Ball and Professor R. Kaner of the Chemistry and Biochemistry Department of UCLA for supplying the polyaniline for this research. This research is partially supported by the School of Engineering and Applied Science of UCLA; Office of Naval Research (Grant No. N00014-98-1-0484 to Y.Y., and N00014-97-1-0835 to F.W.); program manager: Dr. K. Wynne); National Science Foundation Career Award (Award No. ECS-97-33355, program manager: Dr. T. P. Lee); and a Los Alamos National Laboratory-UCLA CULAR Grant to F.W. J.R.R. acknowledges support from AFOSR (F49620-96-1-0067 and F49620-97-1-0232).

FIG. 4. The current–voltage curves of the two type devices: ITO/PANI/PPP-NEt$_3^+$/Ca and ITO/PANI/PPP-NEt$_3^+$:MPS-PPV/Ca. The device area is about 0.1 cm$^2$.